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SAFETY FIRST

~Safety First”, at all times and in all places, is
the most important rule of conduct of each and
every employe, whatever his position. The safety
of every movement, or action, in its effect upon
himself and others and upon property, must be
the first consideration of every trainman, engine-
man, vardman, stationman, shopman, trackman,
and all other classes of employes. Trains and en-
gines must be operated accordingly, under all
circumstances.

The rules herein set forth govern the railroad
operated by the Detroit, Toledo and Ironton
Railroad Company. They take effect November
15. 1967, superseding all previous rules and in-
structions inconsistent therewith.

Special instructions may be issued by proper
authority.

J. E. SCHLOSSER
Superintendent

A. C. ROBINSON
Vice President-Operations



GENERAL NOTICE

Safety is of the first importance in the discharge
of duty.

Obedience to the rules is essential to safety and
B required.

To enter or remain in the service is an assur-
ance of willingness to obey the rules.

The service demands the faithful, intelligent
aad courteous discharge of duty.

To obtain promotion, capacity must be shown
for greater responsibility.

The public judges a railroad very largely by
the trcatment it is accorded by the employe
representing the railroad, in whatever capacity

employed.
T >wd will and friendship of the communi-

.3 by this Company are its most valuable
a=- amd the strongest recommendation for

L§

@ - == 1= :mploye can possibly have is the

“»rm courtesy and kindly accom-
m - o - _:rons he has secured for himself
- w« C  --7v the good will and friendship
o o = which he is located.
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GENERAL RULES

A. Employes whose duties are prescribed by
these rules must provide themselves with a copy.

Employes whose duties are in any way affected
by the time-table must have a copy of the current
time-table with them while on duty.

B. Employes must be conversant with and obey
the rules and special instructions. If in doubt as
to their meaning they must apply to proper
authority for an explanaticn.

C. Employes must pass the required examina-
tions.

D. Persons employed in any service on trains
are subject to the rules and special instructions.

E. Employes must render every assistance in
their power in carrying out the rules and special
instructions and must report to the proper official
any violation thereof.

F. Employes must report to the proper officer
as quickly as possible the details of accidents,
failures of motive power, failure in the supply of
water or fuel, defects in track, bridges and signals
or any unusual conditions which may affect the
movement of trains, and use flag protection when
necessary to insure safety.

When highway crossing signals are found out
of order, the proper official must be notified im-
mediately, and, when practicable, proper protec-
tion must be afforded for the crossing.

G. The use of alcoholic beverages or narcotics
by employes subject to duty is prohibited. Being
under the influence of alcoholic beverages or
narcotics while on duty, or their use or possession
while on duty is prohibited. Violation of this
rule is sufficient cause for dismissal.

H. The use of tobacco by employes on duty,
7



while in the presence of or engaged in serving
patrons is prohibited.

J. Employes who come in contact with passen-
gers, shippers or the public must be neat in ap-
pearance. Employes must keep the premises in
a neat and orderly condition.

K. Employes on or about aains and at stations,
must be courteous and orderly.

L. In case of danger to, or loss of, railroad
property by fire, theft, or other causes, employes
must unite to protect it.

Unauthorized possession of, removal or dis-
posal of any material from railroad property or
property served by the railroad is prohibited, and
is sufficient cause for dismissal.

M. Employes must exercise care to avoid in-
jury to themselves or others. They must observe
the condition of equipment and the tools which
they use in performing their duties and when
found defective will, if practicable, put them in a

safe condition, reporting defects to the proper

authority.

Employes are prohibited from riding or walk-
ing on the roof of any moving car.

They must inform themselves as to the location
of structures or obstructions where clearances
are close.

They must expect the movement of trains, en-
gines or cars at any time, on any track, in either
direction.

They must not stand on the track in front of
an approaching engine or car for the purpose
of boarding same.

N. Employes who are careless of the safety of
themselves or of others, and also those who are
dishonest, immoral, quarrelsome or otherwise
vicious, or those who make false statements or
conceal facts concerning matters under investi-
gation, will not be retained in the service.
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are .required to report any violation
of the rules, misconduct or negligence affecting
the interest of the Company.

O. Employes must make the Company’s service
their primary business, attending to their duties
¢ -2 prescribed hours, residing wherever re-
quured, and obeying instructions from the proper
suchority in matters pertaining to their respective
b ches of the service. They must not absent
semselves from duty, exchange duties with, or
seh<titute others in their place, without proper
a_ “ority, nor engage in other business without
pemmission.

Acts of hostility, disloyalty, or disregard for
the Company’s interest, will be sufficient cause
for dismissal.

P. Courtesy is required of all employes in their
contacts with the public, their subordinates and
each other. Employes must not enter into alter-
cation with any person, regardless of the provoca-

" won. but will report the facts to their immediate
superiors. Avoid unnecessary conversations. Be
polite to all and prompt in furnishing proper
x: -mation to those entitled to it.

Q. Applicants for reemployment or reinstate-
ment may be required to undergo the same exam-
mations as applicants for employment.

R. The acceptance of gratuities or rewards
from passengers or other patrons of the Company
s forbidden.

S. Throwing of articles from engines and cars
is dangerous, results in an untidy appearance of
the right of way, and is prohibited.

T. In case of damage to trains or structures,
involving the security of Company property or
freight, it is the duty of all concerned to see that
watchmen are immediately stationed, and that




arrangements are promptly made for protection
against theft or loss from other causes.

U. Employes observing wires down or disar-
ranged must report the fact by the quickest
available means of communication to the proper
authority.

V. Employes when on duty are prohibited from
reading literature not concerning their work and
from playing games.

The operation of other than Company author-
ized radio and/or television equipment on Com-
pany property, is prohibited.

DEFINITIONS
BLOCK

Block — A length of track of defined limits, the
use of which by trains and engines is governed
by block signals.

BLOCK SIGNAL SYSTEMS

Automatic Block Signal System — A series of
consecutive blocks governed by block signals,
cab signals, or both, actuated by a train, or engine,
or by certain conditions affecting the use of a
block.

Manual Block Signal System — A block or a
series of consecutive blocks, governed by block
signals operated manually, upon information by
telephone or other means of communication.

¢ Traffic Control System — A block signal system
under which train movements are authorized by
block signals whose indications supersede the
superiority of trains for both opposing and fol-
lowing movements on the same track.
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DIVISIONS
Branch — A portion of a railroad designated by
“:hle.
Division — That portion of a railroad assigned
to the supervision of a superintendent.
Sebdivision — A portion of a division designated
=» umectable. '

ENGINES
Eazine — A unit propelled by any form of en-
¢*. . or a combination of such units operated

from a single control, used in train or yard ser-
e,
Yard Engine — An engine assigned to yard ser-

WS

INTERLOCKING

Isterlocking — An arrangement of signals and
s:znal appliances so interlocked that their move-
ments must succeed each other in a predetermined
order.

Interlocking Limits — The tracks between the
extreme opposing home signals of an interlocking.

= PILOT

“Piot — An employe assigned to a train when
the engineman or conductor, or both are not
fully acquainted with the physical characteristics
or rules of the railroad, or portion of the railroad,
over which the train is to be moved.

SIGNALS

Approach Signal — A fixed signal used in con-
nection with one or more signals to govern the
approach thereto.

Block Signal — A fixed signal at the entrance of
a block to govern trains and engines entering and
using that block.

11



Cab Signal — A signal located in the engine con-
trol compartment or cab indicating a condition
affecting the movement of a train or engine and
used in conjunction with interlocking signals and
in conjunction with or in lieu of block signals.

Dwarf Signal — A low home signal.

#—Fixed Signal — A signal of fixed location indi-
cating a condition affecting the movement of a
train or engine. .

NoOTE — The definition of a “Fixed Signal”
covers such signals as switch, train order, block,
interlocking, speed signs, stop signs, yard limit
signs or other means for indicating a condition
affecting the movement of a train or engine.
Home Signal — A fixed signal at the entrance of
a route or block to govern trains in entering and
using said route or block.

Interlocking Signals — The fixed signals of an
interlocking.

Signal Aspect — The appearance of a fixed signal
conveying an indication as viewed from the direc-
tion of an approaching train; the appearance of
a cab signal conveying an indication as viewed
by an observer in the cab.

Signal Indication —The information conveyed
by the aspect of a signal.

SPEEDS

Limited Speed — A speed not exceeding 49 miles
per hour.

Medium Speed — A speed not exceeding 25 miles
per hour.

Restricted Speed — Proceed prepared to stop
short of a train, obstruction, or switch not proper-
ly lined looking out for broken rail, not exceeding
15 miles per hour.

Slow Speed — A speed not exceeding 15 miles
per hour.
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STATIONS

Block Station — A place at which i
ok Statio p ich block signals

Interlocking Station — A place from which an
interlocking is operated.

Register Station — A station at which train regis-
ter is located.

Station — A place designated on the timetable by
name, at which a train may stop for traffic; or to
enter or leave the main track; or from which
fixed signals are operated.

SWITCH

Spring Switch — A switch equipped with a spring
mechanism arranged to restore the switch points

to normal position after having been trailed
through.

; ,
i TIMETABLE

«Schedule — That part of a timetable which pre-

scribes class, direction, number and movement
for a regular train.

tTimetable — The authority for the movement of
regular trains subject to the rules. It contains
the classified schedules of trains with special in-
structions relating thereto.

R

: TRACKS

4 .
Cu::rent of Tl.-afflc —_ The movement of trains on a
main track, in one direction, as specified by the
rules or in the timetable.

“Main Track — A track extending through yards
and between stations, upon which trains are op-
crated by timetable or train order, or both, or the
use of which is governed by block signals,

13



Siding — A track auxiliary to the main track for
meeting or passing trains.
Single Track — A main track upon which trains
are operated in both directions.
Two or More Tracks—Two or more main tracks
upon any of which the current of traffic may be
. in either specified direction.
v’Yard — A system of tracks within defined !imits,
provided for the making up of trains, storing of
cars and other purposes, over which movements

not authorized by timetable, or by train order,
may be made, subject to prescribed signals and

rules, or special instructions.

TRAINS

Extra Train — A train not authorized by a time-
table schedule. It may be designated as —
ExTrA — for any extra train except passenger

extra or work extra;
PASSENGER EXTRA — for passenger train extra;

WoRrkK ExTrRA — for work train extra.
Regular Train — A train authorized by a time-
table schedule.

" Section — One of two or more trains running on
the same schedule displaying signals or for which
signals are displayed.

Superior Train — A train having precedence over
another train.

Train -— An engine or motor car or more than
one engine or motor car coupled, with or without

cars, displaying markers.

Train of Superior Class — A train given preced-
ence by timetable.

#/Train of Superior Direction — A train given pre-
14
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cedence in the direction speci ;
) . on specified by timet
between opposing trains of the samg clas(;.able *

Train of Superior Right — in oi
ence by train order, e A train given preced-

Train Register — A book or fo i

s _ rm which ma
:l_:;dl at desxgnatf:d stations for registerine sig}rlugg
11'35111)1 Sa);ecii the time of arrival and depzﬁ-ture of
scribed.n such other information as may be pre-

OPERATING RULES

NOTE — Rules with
. : a prefix “S” are for single
g:cll((, those w1tb a prefix “D” are for two or mogrz
twc s. Rules without a prefix are for single and
O or more tracks. The prefixes “S” and “D”
are printed in italics,

Standard Time

1. Standard Time obtaj

1 ined from an authori
source will be transmitted daily to all intsze(:
specified times. po :

2. Unless otherwise provided, w
_ ,» watches that
been examined and certified to by a deszilgn}:tlgg

mspector must be used by employes in train, en-

3. Unless otherwise i

e provided, watches -
ployes in charge of train, engine and yardorfn:\lrg—
ments, and other employes as may be designated
must be compared with a standard clock before’
:&rg(lgc;gcn}g If(:ach_day’s work. The location of

c . p

Siand ocks will be designated by the time-

Timetables

4. Each timetable, from th i
X € moment it takes ef-
fect, supersedes the preceding timetable, alfd ?fs

15



schedules take effect on any division or sub-
division, at the leaving time at their initial stations
on such division or subdivision. But when a
schedule of the preceding timetable corresponds
in number, class, day of leaving, direction, initial
and terminal stations with a schedule of the new
time‘able, a train authorized by the preceding
timetable will retain its train orders and assume
the schedule of the corresponding number of the
new timetable.

Schedules on each division or subdivision, date
from their initial stations on such division or sub-
division.

Not more than one schedule of the same nuim-
ber and day shall be in effect on any division or
subdivision.

5. Not more than two times are given for a train
at any station; where one is given, it is, unless
otherwise indicated, the leaving time; where two,
they are the arriving and the leaving times.

Unless otherwise specified, the time applies:

On single track, at the switch where an op-
posing train clears; where there is no switch
it applies at the station.

On two or more tracks, at the station,

Schedule meeting or passing stations are in-
dicated by figures in full-faced type, with the num-
bers of the trains to be met or passed in small
figures adjoining.

6. The following letters when placed before the
figures of the schedule indicate:

A.—arrive;

L.—leave;

S.—regular stop;

F.—flag stop to receive or discharge traffic.

16

Signals and Their Use

7. Employes whose duti i
- Em 1es may require them to
give signals, must provide themselves with the

Proper appliances, keep them i _
ready for immediate uspie. em i good order and

8. Flags of the prescribed color must be used

by day, and lioht ,
type by night. 1ghts of the prescribed color and

9. Day signals must be dis i
played from

to sunset, but when day signals cannot be ;111;13?;

seen, night signals must be used in addition.

Night si :
sunrige. signals must be displayed from sunset to

10. o Color Signals
Color Indication
(a) Red. . Stop.
(b) Yellow, Proceed at specified speed, and for
;)Sleer uses prescribed by the
s.
(c) Green. Proceed, and for other uses pre-
@ Whit scribed by the rules.
ite, Flag stop (See Rule 28) and for
;);llleesr uses prescribed by the
(¢) Blue. Wo_rkrr;en under or about an en-
gine, car or train, S
gfg)) II)errrl);? %top. (dIn(lication for girfi}lslg 2.
: roceed. Restricted withi
Wihite, Interlocking Lirflits.speed within
Fusees

11. A train or engine findin i

_ g a fusee burning red
on or near its track must stop and extinguis}gl the
fusee. The train will then proceed at restricted
speed for not less than one mile,

Fusees must not be
_ i placed or thrown on road
crossings, bridges or outside the bailast section
where they may cause fire. ’

17
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12. Hand, Flag and Lamp Signals . (@ Back. Swung vertically in a circle at right
angle to the track.

NoTE — The hand, fusee or a flag, moved the
same as the lamp, as illustrated in the following

diagrams, gives the same indication.
(a) Stop. Swung at right angle to the track.

() Apply Air Brakes. Swung horizontally
above the head, when standing.

Stop

(b) Reduce speed. Slight horizontat movement
at arm’s length

‘ Apply Air Brakes

Reduce Speed .
:  (g) Release Air Brakes. Held at arm’s length
i above the head, when standing.

(¢) Proceed. Raised and lowered vertically.

i
’ Release Air Brakes

Proceed
18 " 19




(h) Any object waved violently by any one on

or near the track is a signal to stop.

() Hand, flag and lamp signals prescribed in

Rules 12a through 12g must be used for
the purposes described. Other hand, flag or
lamp signals may be used for other pur-
poses providing such signals are under-
stood by all members of the crew. Employes
in train, engine, yard service and others
concerned must keep a constant lookout
for them. Employes giving signals must
locate themselves so as to be clearly under-
stood. The utmost care must be exercised
to avoid taking signals that may be intended
for other trains or engines.

When backing or shoving a train, engine
or cars, the disappearance from view of em-
ploye giving signals or light by which sig-
nals are given, must be construed as a
Stop signal, except when employe on lead-
ing car has control of air brakes, or move-
ment is being controlled by radio communi-
cation, or way is known to be clear.

14. ENGINE WHISTLE OR HORN SIGNALS

NoTE — The signals prescribed are illustrated by
“o” for a short sound; “—” for longer sounds.
The sound of the whistle or horn should be dis-
tinct, with intensity and duration proportionate
to the distance signal is to be conveyed.

Sound Indication
a) o Apply brakes. Stop.
gbg —_ Relcase brakes. Proceed.
(¢) —oo0o0 Flagman protect rear of train.
d) ————— Flagman may return from the
west or south as prescribed by
Rule 99. ; a
————— Flagman may return from the
© east or north as prescribed by
Rule 99.

Indication

@M ——o—

(m)

(n) ——o

(o) o~

(p) Succession of
short sounds

(@ —o

Answer to 14 (k) or any signal
not otherwise provided for.
When standing, back. Answer to
12(d) and 16 (c). When run-

ning, answer to 16 (d).

Answer to slow boards.

Call for signals.

To call attention of engine and
train crews of trains of the
same class, inferior trains and
yard engines, and of trains at
train order meeting or wait-
ing points, to signals displayed
for a following section. If not
answered by a train, the train
displaying signals must stop
and ascertain the cause, unless
otherwise provided.

To call attention of engine and
train crews, and yard engines,

to signals displayed for a fol-
lowing section.

Approaching a public crossing
at grade. To be prolonged or
repeated until the crossing is
covered by the engine or lead-
ing car.

Approaching Stations, junctions,
and railroad crossings at
grade.

Approaching meeting or wait-
ing points. See Rule S-90.
Inspect train line for leak or for

brakes sticking.

Alarm for persons or live stock
on tracks.

Where there are two main tracks
on which movements are made
in either direction by signal
indications, trains on left track
will sound this signal preced-
ing signal 14 (d) or 14 (e).
hen running against the cur-
rent of traffic: (1) Approach-
ing stations, curves, or other
points where view may be ob-
scured. (2) Approaching pas-
senger or freight trains and
when passing freight trains.
(3)To enter a track controlled
by an operator.

21
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Torpedoes

15. The explosion of torpedoes is a.signal to be
on the alert for flagman, obstruction or tramn
ahead. The explosion of one torpedo will indicate

the same as two, but the use of two is required.

Torpedoes must not be placed on rail joints,
adjacent to station platforms or where they may

injure persons.

16.

Communication Signals

NoTE — The signals prescribed are illustrated by

“9” for short sounds; “—

” for longer sounds.

Sound Indication

(@) oo When standing — start.

(b) oo When running — stop at once.

(c) coo When standing — back.

(d) ooo When running —stop at next pas-
senger station.

(e) oooo When standing — apply or release
air brakes.

(f) oooo0 When running — reduce speed.

(g) ooooo0
(h) ooooo
(j) ooooooO

k) ———
1 ——o

(m) o—o

When standing — recall flagman.

When running — increase speed.

When running—increase train heat.

When running — brakes sticking;
look back for hand signals.

Approaching meeting or waiting
points. See Rule 5-90.

Shut off train heat.

Headlights

17. The headlight must be displayed brightly to
the front of every train by day and by night. When
an engine is running backward headlight must

be displayed by day and by night to the rear.

Headlight must be dimmed:

(a) When standing on main track in yards or
standing or moving on yard tracks where

other engines are employed;

22
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M) Approaching stations where train orders or
messages are to be received;

(c) Approaching junctions, terminals or meet-
ing points;

(d) On two or more tracks when approaching
a train in the opposite direction;

(e) When standing or moving on main track at
meeting points.

The headlight must be extinguished when a
train has stopped clear of the main track, at a
meeting or waiting point, or is standing to meet
a train at the end of two or more tracks or a
junction.

18. Yard engines will display the headlight to the
front and rear by night.

NoTE — Headlight on end coupled to cars may
be dimmed or extinguished.

Markers

‘6 Appliances lighted or set for reflecting will be

.:~played on the rear of every train, as markers, to
indicate the rear of the train.

Marxers will.-show red to the rear except when
train is clear of Main track to be passed by another
train.

When train is clear of Main track to be passed by
another train, markers will show green or yellow
to rear.

A train not equipped to display markers as pre-
scribed by Rule 19, will display a red flag by day
and a red light by night at the rear of the train.

\When a car or cars are handled behind the last
zar in 2 train equipped to display markers, the mark-
ers shall remain displayed on such car and in
addition, a red flag by day and a red light by night
shall be displayed on the rear end of the rear car. A
Business car or passenger coach equipped to display
markers, wlhen handled as the rear car in a train, will
display markers indicating the rear of the train.
When a car other than the caboose is displaying
markers to indicate the rear of a train the markers
on the caboose must not be displayed.

23




Classification Signals

20. Unless otherwise provided, all sections ex-
cept the last will display two green flags, and, in
addition, two green lights by night in the places
provided for that purpose on the front of the
engine.

21. Where required, extra trains will display two
white flags and, in addition, two white lights by
night, in the places provided for that purpose on
the front of the engine.

22. When two or more engines are coupled, the
lead engine shall display the signals as prescribed
by Rules 20 and 21.

23. One flag or light displayed, where in Rules
19, 20, and 21 two are prescribed, will indicate
the same as two; but the proper display of all train
signals is required.

24. When two or more engines are coupled, the
leading engine shall sound the signals as pre-
scribed by Rule 14.

25. Each car of a passenger train must be con-
nected with the engine by a communicating sig-
nal appliance. If the communicating signal fails,
or an engine not so equipped is used on a passen-
ger train, verbal understanding must be had
between the conductor and the engineman, and
approaching each flag station immediately follow-
ing signal 14 (m), hand or lamp signal “Proceed”
or “Stop” must be given by the conductor.

26. A blue signal, displayed at one or both ends
of an engine, car or train, indicates that workmen
are under or about it; when thus protected it must
not be coupled to or moved. Each class of work-
men will display the blue signals and the same
workmen are alone authorized to remove them.
Other equipment must not be placed on the same
track so as to intercept the view of the blue sig-
nals, without first notifying the workmen.

24

When emergency repair work is to be done
wnder or about cars or an engine in a train and a
% > signal is not available, the engineman and
- .man will be notified and protection must be
given those engaged in making the repairs.

#%7. A signal imperfectly displayed, or the ab-
sence of a signal at a place where a signal is
usually shown, must be regarded as the most re-
strictive indication that can be given by that sig-
nal, except that when the day indication is plainly
seen, or when sufficient lights in a position or
color position light signal are displayed to deter-
mine indication of the signal, it will govern.

Employes using a switch where the switch light
is imperfectly displayed or absent, must, if prac-
ticable, correct or replace the light.

A signal imperfectly displayed or the absence
of a signal at a place where a signal is usually
shown, must be promptly reported to the Super-
intendent.

NoTE — Reflectors may be substituted for switch
lights,

28. A white signal will be used to stop a train at
the flag stations indicated on its schedule or in
special instructions.

29. When a signal, except a fixed signal, is given
to stop a train, it must, unless otherwise provided,
be acknowledged as prescribed by Rule 14 (g) or
().
30. The engine bell must be rung:

(a) When an engine is about to move.

(b) While approaching and passing public

crossings at grade.
(¢) When running through tunnels,

(d) When running through or across streets of
towns or cities.

(e) When passing trains on double track.
(f) In an emergency requiring such warning.

25
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Where a momentary stop and start, forward or
backward, is part of a switching movement and
movement over public crossings at grade is not
involved, the engine bell need not be rung.

31. The whistle must be sounded at all places
where required by rule or by law or in an emer-
gency.

32. The unnecessary use of either the whistle or
the bell is prohibited.

33. Watchmen stationed at public highway cross-
ings at grade must use stop signals when neces-
; sary to stop trains. They will use prescribed
I signals to stop highway traffic.

34. All members of the crew in the cab of the
engine must, and other members of the crew will,
when practicable, communicate to each other by
its name the indication of each signal affecting
the movement of their train or engine as soon as
it becomes clearly visible. It is the respomnsibility
of the engineman to know that these require-
ments are complied with in the cab of the engine.

v’ 35. The following signals will be used by flag-

men:

Day signals—A red flag,
Torpedoes.
and Fusees.

Night signals—atmisligis,

A white light.
Torpedoes and Fusees.

NoTE — When going out to flag, a flagman must
take with him at least six (6) fusees and four (4)
torpedoes.

SUPERIORITY OF TRAINS

V7 71. A train is superior to another train by right,
class or direction.

Right is conferred by train order; class and
direction by timetable.

Right is superior to class or direction.

Direction is superior as between trains of the
same class.

‘/72. Trains of the first class are superior to those
of the second; trains of the second class are su-
perior to those of the third; and so on.

Trains in the direction specified by the time-
table are superior to -trains of the same class in
the opposite direction.

73. Extra trains are inferior to regular trains.

MOVEMENT OF TRAINS AND ENGINES

/" 82. Timetable schedules, unless fulfilled, are in
effect for twelve hours after their time at each
station.

Regular trains more than twelve hours behind
either their schedule arriving or leaving time at
any station lose both right and schedule, and can
thereafter proceed only as authorized by train
order, unless otherwise provided.

83. Unless otherwise provided, a train must not
leave its initial station on any division or sub-
division, or a junction, or pass from one of two
or more tracks to single track, until it has been
ascertained whether all trains due, which are su-
perior have arrived or left.

Stations at which train registers are located
will be designated by timetable.

Unless otherwise provided, a train must not
leave its initial station or clearance card station
without a Clearance Card, which must be author-
ized by the train dispatcher, except that when
means of communication have failed, it may be
issued by the operator, provided he has no train
orders for such train which have not been made
“Complete”.
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84. A train must not start until the proper signal
is given. A train must not be backed until signal
has been received.

85. Trains of one schedule may pass trains of
another schedule of the same class, and extra
trains may pass and run ahead of inferior class
trains and extra trains.

A section must not pass and run ahead of an-
other section of the same schedule without first
exchanging train orders, signals and numbers with
the section to be passed. The change in sections
must be reported by the quickest available means
of communication.

86. Unless otherwise provided, an inferior train
must be clear at the time a superior train in the
same direction is due to leave the next station in
the rear where time is shown.

S-87. An inferior train must keep out of the way
of opposing superior trains and failing to clear
the main track by the time required by rule must
be protected as prescribed by Rule 99,

Extra trains must clear the time of opposing
regular trains not less than five minutes unless
otherwise provided, and will be governed by train
orders with respect to opposing extra trains.

S-88. At meeting points between trains of the
same class, the inferior train must clear the main
track before the leaving time of the superior train.

At meeting points between extra trains, the
train in the inferior timetable direction must
take the siding unless otherwise provided.

Traiiis must pull into the siding when practic-
able; if necessary to back in, the train must first
be protected as prescribed by Rule 99.

When a train holds the main track at a meeting
or waiting point, the switch must at once be prop-
erly lined for the opposing train. The employe
who lines the switch must protect it, unless re-
lieved by a trainman of the opposing train.
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S-89. At meeting points between trains of differ-
ent classes the inferior train must take the siding
and clear the superior train at least five minutes,
and must pull into the siding when practicable.
If necessary to back in, the train must first be
protected as prescribed by Rule 99.

S-90. Trains must stop at schedule meeting
points, if the train to be met is of the same class
unless the switch is properly lined and the track
clear.

A train must stop clear of the switch to be used
by the train to be met in going on the siding.

When the expected train of the same class is
not found at the schedule meeting point, the su-
perior train must approach all sidings prepared
to stop, until the expected train is met.

The engineman of each train will give signal
14 (n) at least one mile before reaching a meeting
or waiting point. Should the engineman fail to
give signal 14 (n) as herein prescribed, the crew
must take immediate action to stop the train.

The conductor of each train equipped with
communicating signal will give signal 16 (1) at
least one mile before reaching a schedule meet-
ing point with a train of the same or superior
or inferior class, or a point where, by train order,
the train is to meet or wait for an opposing train.
The engineman will sound signal 14 (n) in ack-
nowledgment and immediately make a running
test of the brakes. Should the engineman fail to
respond to signal as herein prescribed, the crew
must take immediate action to stop the train.

91. Unless some form of block signals is used,
trains in the same direction must be spaced not
less than five minutes apart, except in closing up
at stations. A train following a train carrying
passengers must be spaced not less than ten min-
utes behind it.

Where no form of block signals is in use, train
order signals where provided, and home (or
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dwarf) signals at interlocking, will be used for
the purpose of spacing trains, in accordance with
this rule.

92. Unless otherwise provided, a train must not
leave a station in advance of its scheduled leaving
time.

93, Within yard limits the main track may be

used, clearing first-class trains.

All other trains and engines must move within
yard limits prepared to stop unless the main track
is seen or known to be clear.

First class trains are not relieved from pro-
tecting in accordance with Rule 99 while within
yard limits. ’

\

94. A train which overtakes another train so
disabled that it cannot proceed will pass it, if
practicable, and if necessary will assume the
schedule and take the train orders of the disabled
train, proceed to the next available point of com-
munication, and there report to the superintend-
ent. The disabled train will assume the right or
schedule and take the train orders of the last
train with which it has exchanged, and will, when
able, proceed to and report from the next avail-
able point of communication.

When a train, unable to proceed against the
right or schedule of an opposing train, is over-
taken between communicating stations by an in-
ferior train or a train of the same class having
right or schedule which permits it to proceed, the
delayed train may, after proper understanding
with the following train, precede it to the next
available point of communication, where it must
report to the superintendent. When opposing
trains are met under these circumstances, it must
be fully explained to them by the leading train
that the expected train is following.

95. Two or more sections may be run on the
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same schedule. Each section has equal timetable
authority.

Unless otherwise provided, a train must not
display signals for a following section without
train order authority.

96. Unless otherwise provided, signals must not
be ordered displayed to nor taken down at, other
than a register station for the train displaying
the signals.

S-97. Unless otherwise provided, extra trains
must not be run without train orders.

D-97. On double track, trains may be run with
the current of traffic without train orders, after
displaying the proper signals and obtaining per-
mission from the leverman or operator. The
leverman or operator must obtain authority from
the train dispatcher to give this permission.

Work extras must move with the current of
traffic unless otherwise directed.

98. Trains-and engines must approach the end
of two or more tracks, junctions, railroad cross-
ings at grade, and movable bridges, prepared to
stop, unless the switches are properly lined, sig-
nals indicate proceed, and track is clear. Where
required by law, trains and engines must stop.

99. When a train is moving under circumstances
in which it may be overtaken by another train,
a member of the crew must drop lighted fusees at
proper intervals and take such other action as
may be necessary to insure full protection.

When a train stops under circumstances in
which it may be overtaken by another train, a
member of the crew must go back immediately
with flagman’s signals a sufficient distance to in-
sure full protection. When conditions require he
will display lighted fusees and when necessary,
in addition, place two torpedoes.

When recalled and safety of the train will per-

31

.



™

mit, he may return and when conditions require,
he will leave the lighted fusee and torpedoes.

When a train stops under circumstances in
which it may be overtaken by another train, the
engineman will immediately sound signal 14 (c).
When ready to proceed he will recall the flagman.

The front of the train must be protected in the
same way when necessary by a member of the
crew.

100. When the flagman goes back to protect the
rear of the train and is left behind, another train-

‘man must take his place on the train.

101. Trains and engines must be fully protected
against any known condition, not covered by the
rules, which interferes with their safe passage.

102. When a train is disabled or stopped sud-
denly by an emergency application of the air
brakes or other causes, adjacent tracks as well
as tracks of other railroads that are liable to be
obstructed must, while stopping and when stop-
ped, be protected until it is ascertained they are
safe and clear for the movement of trains.

103. When cars are pushed by an engine; except
when shifting or making up trains in yards, a
trainman must take a conspicuous position on the
front of the leading car.

In the movement of cars when switching over
public grade crossings, unless there is a watch-
man on duty, or the crossing is protected by gates,
a member of the crew will protect highway traf-
fic by preceding each movement over the crossing
and seeing that all highway traffic has been stop-
ped before signaling the engineman to proceed.
Trains and engines moving through sidings or
industrial tracks and across public grade cross-
ings which are protected by flashers and such
tracks do not operate flashers, the crossing must
be protected by a member of the crew until the
crossing is covered, unless the crossing is being
protected by a known employe. . _
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® When a train moves over a public crossing at
grade and a back-up movement over such cross-
ing is to be made, the crossing must be protected
by a member of the crew unless protected by a
watchman or gates are known to be operating.

104. Switches must be properly lined after being
used. Except where switch wenders are stationed,
conductors must know that switches used by them
or members of their crew are left in the proper
position and properly secured.

A switch must not be left open for another
train or engine unless in charge of a member of
the crew of such train or engine.

Employes lining switches must see that the
switch points fit properly.

When practicable, the engineman must see
that the switches near the engine are properly
lined.

A train or engine must not foul a track until
switches connected with the movement are proper-
ly lined, or in the case of spring switches the
normal route is seen to be clear. When waiting
to cross from one track to another and during
the approach or passage of a train or engine on
the tracks involved, all switches connected with
movement must be secured in the normal posi-
tion. Switches must not be restored to the normal
position until a movement is completed or clear
of the main track involved.

Where trains or engines are required to be re-
ported clear of the main track, such report must
pot be made until the switch has been secured in
its normal position.

When a trailing movement through a spring
switch is stopped before passing entirely through
the switch, the movement must not be reversed
until the switch has been properly set by hand.

Trains and engines must stop and a crew mem-
ber must examine main track spring switches be-
fore making facing point movements over them,
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unless receiving a signal indication permitting
them to proceed.

NoTE — Rule 104 applies only to hand-oper-
ated switches. When spring or remotely con-
trolled switches are operated by hand, they are
hand-operated switches and Rule 104 applies.

105. Unless otherwise provided, trains and en-
gines using any track other than a main track
must proceed expecting to find the track occupied.

Sidings of an assigned direction must not be
used in a reverse direction unless authorized by
the superintendent or in an emergency under
flag protection.

106. The conductor, engineman and pilot are re-
sponsible for the safety of the train and the
observance of the rules, and, under conditions
not provided for by the rules, must take every
precaution for protection.

This does not relieve other employes of their
responsibility under the rules.

107. When a passenger train is receiving or dis-
charging traffic on the side toward a station, a
train or engine must not pass between it and the
station unless proper safeguards are provided.

108. In case of doubt or uncertainty, the safe
course must be taken.

D-151. Where two main tracks are in service,
trains must keep to the right, unless otherwise
provided.

Where three or more main tracks are in service
they shall be designated by numbers and their
use indicated by special instructions.

D-152. When a train crosses over to, or obstructs
another track, unless otherwise provided, it must
first be protected as prescribed by Rule 99 in
both directions on that track.
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RULES FOR MOVEMENT
BY TRAIN ORDERS

201. For movements not provided for by time-
table, unless otherwise provided, train orders
will be issued by authority and over the signature
of the superintendent and only contain informa-
tion or instructions essential to such movements.

They must be brief and clear; in the prescribed
forms when applicable; and without erasure, al-
teration or interlineation.

Numerals in train orders must not be sur-
rounded by brackets, circles or other characters.

202. Each train order must be given in the same
words to all employees or trains addressed.

203. Train orders must be numbered consecu-
tively each day, beginning at midnight.

204. Train orders must be addressed to those
who are to execute them, naming the place
at which each is to receive his copy. Train orders
for a train must be addressed to the conductor
and engineman, and also to anyone who acts as
its pilot. A copy for each employe addressed
must be supplied by the operator.

Orders addressed to operators restricting the
movement of trains must be respected by con-
ductors and enginemen the same as if addressed
to them.

205. Each train order must be written in full in
a book provided for the purpose in the office
of the train dispatcher; and with it recorded the
time and the signals which show when, from
what offices and by whom the order was repeated
and the responses transmitted; and the train dis-
patcher’s initials. These records must be made at
once and never from memory or memoranda.

Additions to train orders must not be made
after they have been completed.
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/7 206. In train orders regular trains will be desig-

nated by numbers as “No. 107, and sections as

“Second 107, adding engine numbers. Extra

trains will be designated by engine numbers and
the direction, as “Extra 353, ‘north’, or ‘south’ ”.
Work extras will be designated by engine num-
bers, as “Work Extra 353”. When two or more
units are coupled working as a work extra, in
defined limits, the numbers of the leading and
trailing units may be incorporated in the train
order. When more than one unit number is men-
tioned, the word “coupled” must be included in
the train order. For the movement of an engine
of another company, the initials (reporting marks)
will precede the engine number.

When two or more engines are coupled and a
designation is made by engine numbers, the num-
- ber of the leading engine will be used in train
orders.

Even hours as “10:00 A.M.” must not be used
in stating time in train orders.

In transmitting train orders, time must be stated
in words and duplicated in numerals.

In transmitting train orders, the numbers of
trains and engines in the address must be pro-
nounced and then spelled, letter by letter. All
stations and numerals in the body of an order
must first be plainly pronounced and then spelled,
letter by letter, thus: Carleton, C-a-r-l-e-t-o-n, and
One Naught Five, O-n-e N-a-u-g-h-t- F-i-v-e.

The letters duplicating names of stations and
numerals will not be written in the order book
nor upon train orders, except time, which must
be duplicated in numerals.

When train orders are transmitted, the train
dispatcher must write the order as he transmits it,
and must underscore each word and numeral in
the order as it is repeated by each operator.

207. To transmit a train order, the signal “19”
followed by the direction must be given to each
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office addressed, the number of copies being
stated, if more or less than three — thus “19
North, copy 5”.

208. A train order to be sent to two or more
offices must be transmitted simultaneously to as
many of them as practicable. When not sent
simultaneously to all, the order must be sent first
to the superior train.

The several addresses must be in the order of
superiority of trains, each office taking its proper
address.

A train order restricting the movement of a
train must not be issued for it at the point where
movement is restricted if it can be avoided. When
so sent, the fact must be stated in the order, the
train must be brought to a stop before delivery
is made, and special precautions must be taken
to insure safety.

When the superiority of a train is restricted at
a point other than where they received the train
order, the train order signal will be displayed at
stop and operator will give proceed hand signal
and deliver the order without stopping train.
When a helping or advancing order is to be de-
livered, train order signal will display yellow
indication and order handed on without stopping
train.

209. Operators receiving train orders must write
or typewrite them in manifold during transmis-
sion. They must retain a copy of each train order.
The word “Complete”, the time, and the sig-
nature of the operator must be in his handwriting.

209 (a). If the requisite number of copies of a
train order cannot be made at onc writing, oper-
ator must make additional copies from one pre-
viously repeated and must then repeat to the
train dispatcher from the new copies each time
additional copies are made. Initials of operator
who recopies the order must be shown, but the
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date of issue, time completed and name of origin-
al receiving operator must not be changed. Op-
erator must retain a copy of each additional
writing showing thereon the time and day it was
repeated to the train dispatcher.

Train dispatcher must check the repetition as
prescribed by Rule 206, and if correct respond
“OK?”, making notation in train order book show-
ing station, time and date.

210. When a train order has been transmitted,
operators must, unless otherwise directed, repeat
it at once from the manifold copy, in the succes-
sion in which the several offices have been ad-
dressed. Each operator receiving the order shall
observe whether the others repeat correctly.
When the order has been repeated correctly by
an operator, the response “Complete” and the
time, with the initials of the superintendent will
be given by the train dispatcher. The operator
receiving this response will then write in the space
provided the word “Complete”, the time and his
last name in full, and deliver a copy to each per-
son addressed. When delivery to the engineman
will take the operator from the immediate vicinity
of his office, the engineman’s copy will be de-
livered by the conductor.

Enginemen must show train orders to other
members of the crew on the engine. Conductors
must show train orders, when practicable to train-
men. When such employes are shown train orders
they must read them and remind the engineman
and conductor of their contents.

211. Designated Clearance Card Form must be
filled out by the operator before clearing a train,
showing thercon, without erasure or alteration,
the total number of train orders and the number
of each train order, if any, addressed to a train.
He will then repeat from the Clearance Card to
the train dispatcher the information shown there-
on. The dispatcher will make the required record

in the train order book, and if the operator has
correctly repeated the numbers of all train orders
addressed to a train, will respond by giving “OK”,
the time and his initials, which the operator will
endorse on the Clearance Card.

If all orders held for a train have been com-
pleted, and communication fails before the Clear-
ance Card has been OK’d by the train dispatcher,
the operator may deliver such orders accompanied
by the Clearance Card and bearing the notation,
“Communication has failed”, which will be acted
upon as though “OK” had been given in the usual
way. When communication is restored, the oper-
ator will notify the train dispatcher of each train
cleared, the time. and the numbers of the orders
delivered, which the train dispatcher wiil record
in the train order book.

The Clearance Card must be delivered together
with all train orders to each person addressed.
The Conductor and engineman and other mem-
bers of the crew must know that the information
shown on the Clearance Card corresponds with
the train orders received.

Operators will retain a copy of each Clearance
Card.

212. When so directed by the train dispatcher,
a train order may be acknowledged before re-
peating, by the operator responding: “Order Num-
ber ........ to Train Number . . ... .. , X
with the operator’s name and office signal. The
operator must then write on the order his initials
and the time.

213. “Complete” must not be given to a train
order for delivery to an inferior train until the
order has been repeated or the “X” response
sent by the operator who reccives the order
for the superior train or train whose move-
ment is to be restricted.

214. When a train order has been repeated or
“X” response sent, and before “complete” has




been given, the order must be treated as a hold-
ing order for the train addressed, but must not be
otherwise acted on until “complete” has been
given.

If the means of communication fails before an
office has repeated an order or has sent the “X”
response, the order at that office is of no effect
and must be there treated as if it had not been
sent.

216. When the train dispatcher issues a train
order that is to be delivered to a train by the dis-
patcher, a carbon impression must be made in
the train order book at the time the order is writ-
ten. If later the order is to be sent to another
oftice, it will be transmitted from the copy in the
book. The requirements for delivery are the same
as at other offices.

217. A train order to be delivered to a train at
a point not a train order office, or at which the
office is closed, must be addressed to “C & E

...... at (or between)
care of ... .. .. " and forwarded and de—
livered by the conductor or other person in whose
care it is addressed, and who is responsible for
its delivery. The numbers of such train orders
must be shown in the usual manner on the Clear-

ance Card of the train making delivery.

For orders which are sent in the manner herein
provided, to a train, the superiority of which is
thereby restricted, the opcrator will be directed
to make an extra copy of the order, which he
will deliver to the person who is to make delivery
of the order. On this copy, the person delivering
the order must secure the signature of the con-
cductor and engineman addressed, and at once
transmit the signatures of the conductor and en-
gineman to the train dispatcher, and preserve the
copy. This copy he must deliver to the first oper-
ator accessible. Under such circumstances “Com-

plete” must not be given to the order for an in-
ferior train until the train dispatcher has received
the signatures of the conductor and engineman of
the superior train or train whose movement is
restricted.

218. When a train is named in a train order by
its schedule number alone, all sections of that
schedule are included, and each must have copies
delivered to it.

219. An operator must not repeat or give the
“X” response to a train order for a train which
has been cleared or of which the engine has
passed his train order signal until he has notified
the conductor and engineman that he wili have
further orders for their train and has obtained
their acknowledgment.

If necessary to issue a second Clearance Card,
the original Clearance Card must be destroyed,
and the second Clearance Card must show the
numbers of all train orders addressed to the train.

220. Train orders once in effect continue so until
fulfilled, superseded or annulled. Any part of an
order specifying a particular movement may be
either superseded or annulled.

Orders held by, or issued for, or any part of
an order relating to a regular train become void
when such train loses both right and schedule
as prescribed by Rules 4 and 82, or its schedule
is annulled.

When a conductor or engineman, or both, is
relieved, unless otherwise provided, all train
orders and instructions held must be delivered
to the relieving conductor or engineman. Such
orders or instructions must be compared by the
conductor and engineman before proceeding.

221. Unless otherwise provided, a fixed signal
will be used at each train order office, which shall
indicate “STOP” when there is an operator on
duty, except when changed to “PROCEED” to
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allow a train to pass for which there are no orders.
Trains must not pass this signal while “STOP”
is indicated without a clearance card, except to
do station work. The signal must be returned
to “STOP” as soon as the train has passed. Tt
must be fastened at “PROCEED” only when no
operator is on duty.

When train orders are in effect, the train order
signal will be kept at “STOP” position and clear-
ance cards issued to trains for which there are
no orders.

When the “19” train order signal is displayed

the speed of the train must be reduced sufficiently
to enable the operator to deliver the order. Unless
otherwise provided if the engineman fails to catch
the order, the train must be stopped and not pro-
ceed without a proper train order or clearance
card. Operators must have the proper appliances
for hand signaling ready for immediate use. If
the fixed signal should fail to work properly, hand
signals must be used. If a signal is not displayed
at a night office, trains which have not been noti-
fied must stop and ascertain the cause and report
the facts to the superintendent by the ncarest
available means of communication.
222. Operators must promptly record and report
to the train dispatcher the time of arrival and
departure of all trains and the direction of extra
trains.

They must observe trains and report at once
to the train dispatcher if the proper signals are
not displayed.

223. The following signals and abbreviations may
be used:

Initials for signature of Supt.

Such office and other signals as are arranged

by the proper authority.
C&E — Conductor and Engineman.

X — Train will be held until train
order is made “Complete”.
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Com  — Complete.

OK — Correct

OS — Train Report.

No — Number.

Eng — Engine.

EXA  — Extra.

Sec — Section.

Psgr — Passenger,

Frt — Freight.

Mins  — Minutes.

Jet — Junction.

MP — Mile Post.

MPH — Miles Per Hour.

Dispr ~ — Train Dispatcher.

Opr — Operator.,

MBX  — Manual Block Signal System.
ABS — Automatic Block Signal System.
TCS — Traffic Control System.

SD — Stop Signal Displayed.

The usual abbreviations for the names of the
months and stations.

224. Upon arrival of a train at a waiting, meet-
Ing or passing point, if the expected train is not
in sight, the conductor or engineman must im-

‘mediately communicate with the train dispatcher.

FORMS OF TRAIN ORDERS

NoTE — Forms with a prefix “8” are for sinele
track, those with a prefix “D” are for two or more
tracks; those without prefixes “S” or “D” are for
single or two or more tracks. The prefixes “S”
and “D” are printed 'in italics. The words and
figures in italics in the forms are examples, in-
dicating the manner in which the orders are to be
filled out.

S-A
Fixing Meeting Points for Opposing Trains.
(1.) No 1 meet No 2 at B,
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No 3 meet Second 4 at B.

No 5 meet Extra 353 north at B,
Extra 353 north meet Extra 350 south
at B.

Passenger Extra 355 north meet Extra
350 south at B.

(2.) No 2 and Second 4 meet No 1 and No 3
at C and Extra 350 south at D (and
so on).

No I meet No 2 at B Second 4 at C and
Extra 353 north at D.

Trains receiving these orders will run with re-
spect to each other to the designated points and
there meet in the manner prescribed by the Rules.

B.

Directing a Train to Pass or Run Ahead of
Another Train.

(1.) Extra 353 north run ahead of No 6 M
to B.

The first-named train will run ahead of the

second-named train between the points designated.

(2.) Extra 350 south run ahead of No 3 B

until overtaken.

The first-named train will run ahead of the
second-named train from designated point until
overtaken, and then arrange for the rear train
to pass promptly.

(3.) No 1 pass No 3 at K and run ahead of
No7 Mto Z.

When an inferor train receives an order to pass
a superior train, right is conferred to run ahead
of the train passed from the designated point.
Unless some form of block signals is used, the
following train will Jook out for the designated
train ahead until the order is fulfilled.
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S-C
Giving Right Over an Opposing Train.

(1.) No I has right over No 2 G to X.

If the sccond-named train reaches the point
last-named before the other arrives, it may pro-
ceed, keeping clear of the schedule of opposing
train as required by rule.

(2.) Extra 353 north has right over No 3 F
to A.

The regular train must not go beyond the
point last-named until the extra train has arrived,
unless authorized by train order to do so.

These orders give right to the train first named
over the other train betwcen the points named.
If the trains mect at either of the designated
points, the first-named train must take the siding,
unless the order otherwise prescribes.

Example: Engine 350 run extra Carleton to
Leipsic has right over Exa 353 North Carleton
to Leipsic.

Later the following order is issued: Exa 350
South meet Exa 353 north at Delta. This order
requires the Exa 353 North to take siding as
the southward train is superior by right con-
ferred by train order.

(3.) Extra 350 south has right over Extra 353
north A to Z and wait at N until 2 10 pm
Puntil 325 pm

for Extra 353 north.

The first-named extra train must not pass the
designated waiting points before the time given,
unless the second-named extra train has arrived.
The second-named extra train must clear the time
specified at the designated points or any inter-
mediate station not less than 5 minutes,
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EO
Time Orders.

(1.) No I run 50 mins late A to G.

(2.) No I run 50 mins late A to G and 20
mins late G to M, etc.

These orders make the schedule time of the
train named, between the stations designated, as
much later as stated in the order, and any other
train receiving the order is required to run with
respect to this later time as before required to
run with respect to the regular schedule time.
The time in the order should be such as can be
easily added to the schedule time.

(3.) No I and No 3 wait at N until 959 am
P until 70 30 am
R until 1055 am

The train, or trains, named must not pass the
designated points before the times given. Other
trains receiving the order are required to run with
respect to the time specified at the designated
points or any intermediate station where sched-
ule time is earlicr than the time specified in the
order, as before required to run with respect to
the regular schedule time of the train, or trains,
named.

S-E.
Time Orders.

(1.) No 2 wait at H until 959 am for No 1.

The train first named must not pass the desig-
nated point before the time given, unless the
other train has arrived. The train last named is
required to run with respect to the time specified,
at the designated point or any intermediate sta-
tion where schedule time is earlier than the time
specified in the order, as before required to run
with respect to the schedule time of the train
first named.
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F.
For Sections

(1.) Eng 353 display signals and run as First
1 AtoZ.

To be used when the number of the engine for
which signals are displayed is unknown, and is to
be followed by (2), both being single-order ex-
amples.

(2.) Eng 350 run as Second 1 A to Z.

(3.) Second 1 Eng 350 display signals B to E
for Eng 351.

(4.) Engs 353, 350 and 351 run as First,
Second and Third 1 A to Z.

To add an in‘ermediate section, (5) will be

used.

(5.) Eng 201 display signals and run as Sec-
ond 1 A to Z. Following sections change
numbers accordingly.

The engine named will display signals and run as
directed, and following sections will take the
next higher number.

To drop an intermediate section, (6) will be

used.

(6.) Eng 201 is withdrawn as Second 1 at H.
Following sections change numbers ac-
cordingly.

The engine named will drop out at H, and fol-

lowing sections will take the next lower number.

To substitute one engine for another on a sec-
tion, (7) will be used.
(7.) Eng 202 instead of Eng 201 display sig-
nals and run as Second I R to Z.
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The second-named engine will drop out at R,
and be replaced by the first-named engine.

Following sections need not be addressed.

If the sccond-named cngine is the last section,
the words “display signals and” will be omitted.

To discontinue the display of signals, (8) will
be used.

(8.) Second 1 Eng 350 take down signals at D.

The train named will take down signals as
directed, and a following section must not pro-
ceed beyond the designated point.

To pass onc section by another, (9) will be used.

(9.) Engs 351 and 350 reverse positions as
Second and Third 1 H to Z.

Conductors and cnginemen of the trains ad-
dressed will exchange orders and signals. Follow-
ing sections, if any, need not be addressed.

Each section affected by these orders must have
copics and must arrange signals accordingly.

To annul a section for which signals have been
displayed over a division, or any part thereof,
when no train is to follow the signals, Form K
must be used.

When sections are run to an intermediate point
of a schedule, the train orders must specify which
engine or engines shall assume the schedule be-
yond such point.

G.
Extra Trains
(1.) Eng 351 run extra A to F.

(2.) Eng 351 run passenger Extra A to F.
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(3.) Eng 351 run extra A to F and return
to C. The extra must go to F before re-
turning to C.

(4.) After Extra 354 south arrives at A Eng
351 run extra A to F.

(5.) Eng 351 run extra 4 to F. This order

is annulled at 7 10 pm.

The extra authorized by this form of order must
be clear of the main track at the time specified
or protected in both directions, as prescribed by
rule 99.

This form of order must not be combined with
Form S-A.

S-H
Work Extra.

)( (1.) Eng 351 works extra 6 45 am until 5 45
pm between D and E.

The work extra must, whether standing or
moving, protects itself against extras within the
working limits in both directions as prescribed
by the rules. The time of regular trains must be
cleared.

This may be modified by adding:
(2.) Not protecting against northward extra
trains.

The work extra will protect only against south-
ward extra trains. The time of regular trains
must be cleared.

(3.) Not protecting against extra trains.

Protection against extra trains is not required.
The time of regular trains must be cleared.

When a work extra has been instructed by
order to not protect against extra trains, and,
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afterwards, it is desired to have it protect itself
after a certain hour against a designated extra, an
order may be given in the following form:

(4.) Work Extra 351 protects against, Extra
354 south between D and E after 2 10
pm.

Extra 354 south must not enter the working
limits until after 2:10 p.m., and will then run ex-
pecting to find the work extra clear of the main
track, or protecting itself, as the order may re-
quire.

To enable a work extra to work upon the time
of a regular train, the following form will be
used:

(5.) Work Extra 351 protects against No 55,

or ......... class trains between D

The work extra may work upon the time of the
train or trains mentioned in the order, and must
protect itself against such train or trains. The
regular train or trains receiving the order will run
expecting to find the work extra protecting itself.

When a work extra is to be given exclusive
right over all trains, the following form will be
used:

(6.) Work Extra 351 has right over all trains

between D and E 7 15 pm until 1 15 am.

This gives the work extra the exclusive right
between the points designated between the times
named.

Other trains must not enter these limits between
times ... ........ specified.

(7.) Engines 351 and 352 coupled work —
Extra 6 45 am until 545 pm between

D and E.
The working limits should be as short as prac-
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ticable, to be changed as the progress of the work
may require.

Work extras must give way to all trains as
promptly as practicable.

Whenever extra trains are run over working
limits they must be given a copy of the order sent
to the work extra. Should the working order in-
struct a work extra to not protect against extra
trains in one or both directions, extra trains must
protect against the work extra; if the order in-
dicates that the work extra is protecting itself
against other trains, they will run expecting to find
the work extra protecting itself.

D-H
Working Exfra

(1.) Eng 351 works extra on southward track,
or both tracks, 6 45 am until 545 pm
between D and E.

The work extra must, whether standing or mov-
ing, protect itself within the working limits against
extra trains moving with the current of traffic on
the track or tracks named. The time of regular
trains must be cleared.

This form may be modified by adding:

(2.) Not protecting against extra trains.

Protection against extra trains is not required.
The time of regular trains must be cleared.

To enable a work extra to work upon the time
of a regular train, the following form may be
used:

(3.) Work Extra 351 protects against No 55,
or .......... class trains, between D

The work extra may work upon the time of the
train or trains mentioned in the order and must
protect against such train or trains.
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The regular train or trains receiving the order
will run expecting to find the work extra protect-
ing itself.

When it is desired to move a train against the
current of traffic over the working limits, pro-
vision must be made for the protection of such
movement.

~ When a work extra is to be given exclusive
right over all trains, the following form will be
used:

(4.) Work Extra 351 has right over all trains
on northward and southward tracks be-
tween G and H 7 01 pm until 1 0] am..

This gives the work extra the exclusive right

to the track, or tracks, mentioned between the
points designated between the times named.

_ The working limits should be as short as prac-
ticable; to be changed as the progress of the work
may require.

Work extras must give way to all trains as

promptly as practicable.

When extra trains are run over the working

limits they must be given a copy of the order
sent to the work extra.

J.
Holding Order

(1.) Hold No 2.

(2.) Hold all (or northward) trains.

When a train has been so held it must not pro-
ceed until the order to hold is annulled, or an
order given to the operator in the form ... ... ..
................ may go.

These orders will be addressed to the operator
at the point where trains are to be held and will
be delivered to conductors and enginemen of all
trains affected.

52

——

Form J will be used only when necessary to
hold trains until orders can be given, or in case
of emergency.

K
Annulling a Schedule or a Section

(1.) No I due to leave A Feb. 29th is an-
nulled 4 to Z-

(2.) Second 5 due to leave E Feb. 29th is
annulled E to G.

The schedule or section annulled becomes void
between the points named and cannot be restored.

Form K will not be combined with other forms
of train orders.

L
Annulling an Order

(1.) Order No 10 is annulled.

If an order which is to be annulled has not been
delivered to a train, the annulling order will be
addressed to the operator, who will destroy all
copies of the order annulled but his own, and
write on that:

Annulled by Order No. . .....

An order which has been annulled must not
be re-issued under its original number.

M
Annulling Part of an Order

(1.) That part of Order No 10 reading Extra
354 south pass No 1 at S is annulled.
(2.) That part of Order No 12 reading No 3
pass No 1 at S is annulled.
Form M will be used only when that part of
the order not annulled is clear in its wording.
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P
Superseding an Order or a Part of an Order

This order will be given by adding to prescrlbed
forms the words “instead of ... ...........
(1.) No I meet No 2 at C instead of B.
(2.) No 3 pass No 1 at D instead of C.
(3.) No 1 has right over No 2 G to R in-
stead of X,

(4.) No 1 display signals for Eng 351 A to Z
instead of G.

(5.) Extra 331 south meet Extra 353 north at
B instead of C.

An order which has been superseded must not
be re-issued under its original number.

When a train is directed by train order to take
siding for another train, such instructions apply
only at the point named in that order, and do not
apply to the superseding order unless so specified.

Q
Issuance of a New Timetable

(1.) Timetable No 1 is effective at 12:01 am
Sunday July 10. Form Q will not be
combined with other forms of train or-
ders.

D-R

Providing for a Movement Against the
Current of Traffic

(1.) No I has right over opposing trains on
northward track C to F.

The designated train must use the track speci-
fied between the points named and has right over
opposing trains on that track between those
points. Opposing trains must not leave the point
last-named until the designated train arrives.
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All trains between the points named moving
with the current of traffic in the same direction
as the designated train must, when practicable,
receive a copy of the order, and may then pro-
ceed on their schedules, or rights.

This order may be modified as follows:

(2.) After No 4 arrives at C, No I has right
over opposing trains on ............
track C to F.

The train to be moved against the current of
traffic must not leave the first-named point until
the arrival of the first-named train.

A train must not be moved against the current
of traffic until the track on which it is to run has
been cleared of opposing trains, except when it is
desired to move a train against the current of traf-
fic over working limits of a work extra, the work
extra must be instructed to be clear of, or pro-
tecting, on the track affected as prescribed by
Example (2.) of Form D-H.

. DS
Providing for the Use of a Section of

Double Track as a Single Track

(1.) Southward track will be used as single
track between F and G. If it is desired
to limit the time for such use, add from
101 pm to 301 pm.

All trains must use the track specified between
the stations named and will be governed by rules
for single track.

Trains running against the current of traffic
on the track named must be clear of the track
at the expiration of the time named, or protected
as prescribed by Rule 99.
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U

Automatic Block Signal System
Temporarily Suspended from Service

(1) Automatic Block Signal System temporarily
out of service from Signal

to Signal .. .... . at ... .. , both inclusive,

Speed of passenger trains must not exceed
...... MPH and other trains .. ... MPH.

Trains must approach non-interlocked facing
point switches, road crossings protected by auto-
matic highway crossing protection devices, mov-
able bridges, stations, interlockings, and first sig-
nal left in service, prepared to stop.

_ Lights in Automatic Block Signals out of ser-
vice may be extinguished or left burning.

A\
Speed Restricting Orders
(1.) Do not exceed ........ MPH between
........ and .. .......
(2.) Do not exceed ........ MPH on No.
.... track between ...... and .

This order may be modified by adding:
701 am and 401 pm.

w
Temporary Stop Sign Order

The following instructions shall govern Main-
tenance of Way employes performing heavy
work on track, such as laying rail, installation of
ties, or surfacing, etc., in limits that require train
protection and will govern the movements of
trains and engines through such limits,

These Maintenance of Way employes, or
track gangs, are equipped with two-way radio to

enable them to obtain maximum track usage with
minimum train delay. It will be necessary, how-
ever, that these gangs be given protection by train
orders as outlined below:

1. The train order will designate the track limits
to be occupied by gangs by Mile Post numbers,
the working time, and the name of the foreman
in charge.

2. There will be placed at the entrance of such
limits a RED OCTANGULAR SHAPED sign
bearing WHITE letters, reading STOP SYSTEM
GANG. This sign is to be located on the en-
gineer’s side of the track when at all possible.
Trains or engines must not pass THIS SIGN be-
tween the times specified in the train order
without receiving proper permission from the
foreman in charge.

3. When necessary that the speed of trains or
engines be reduced below the normal speed due
to track or other conditions while moving through
the limits protected by the GANG STOP SIGNS,
standard yellow slow boards and green resume
signs shall be used by trackmen to mark the
territory where speed is to be restricted in accord-
ance with paragraphs four (4) and five (5) of
Operating Rule 716. It will be designated in the
train order when the slow boards are to be used.

4. When a train has been directed by train order
to approach a SYSTEM GANG STOP SIGN pre-
pared to stop and stop unless permission is re-
ceived to procced, the engincer must obtain such
permission by use of radio from the foreman
designated in the train order before the engine or
cars are permitted to pass the SYSTEM GANG
STOP SIGN. If the radio fails, or if it is im-
possible for the engineer to contact the foreman
designated in the train order, the train must be
brought to a stop before reaching the SYSTEM
GANG STOP SIGN and the engineer will send
a trainman ahead on foot to establish contact
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with the gang and to obtain authority to proceed
from the foreman in charge.

5. Train and enginemen, while their train is
moving through these limits, will be on the alert
for hand signals, or for any possible obstructions.

SPECIAL NOTE

The following procedures are to be followed by
Train Service and Maintenance-of-Way employes
in the application of Train Order Form W —“Tem-
porary Stop Sign Order.”

The Engineer must request and receive permission
to pass temporary stop signs from the M- »-W
Foreman named in the Train Order only; he must
confirm location of track equipment, speed restric-
tion if any, and direction track equipment will
move to clear up before passing stop signs.

The M-of-W Foreman named in the Train Order
is the only person who can give a train permission
to pass temporary stop signs. He must advise the
train of the location of track equipment, speed re-
striction if any, and direction track equipment will
move to clear up before granting permission for
train to pass stop signs.

Under no circumstances will track machinery be
moved against an approaching train that has re-
ceived permission to pass stop signs.

It must be clearly understood that a train that
has permission to pass temporary stop signs must be
protected against any condition that would make
the passage of the train unsafe. This protection
must be afforded in accordance with Rule 716 by
applying the provisions of Rule 99, which applies
to track machinery in addition to trains.

A train receiving permission to pass temporary
stop signs must not exceed a speed of 15 MPH in
these limits unless the M-of-W Foreman named in
the Train Order advises the train that all machinery
is in the clear at a specific point and that the track
is good for maximum authorized speed (or less
than maximum authorized speed) When such in-
formation is received, the train can then be operated
through the balance 'of the limits at speed specified
by M-of-W Foreman.

The above procedure does not erase the complete
application of rules in effect governing Train Service
and Maintenance-of-Way employes.
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SPECIFICATIONS FOR TRAIN ORDER .

AND OTHER FORMS
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FORM CT-19
FORM 221

bl
- Dmorr.]‘ouno o |nomon Ruuzoao @MPANY
= |DEROIT, ToLeno AND [ronTON RAnroaD COMPANY ;“5
19 THE ANN ARBOR RAILROAD COMPANY
TRAIN ORDER No..__ _____ . _

SUPERINTENDENT'S OFFiCE d Abstract of Train Register at
As
TO C and E Checked by Conductor
Train 19 ..
* Opes M At o'clock M.
Train Am. Dep. Signal
Il
Before leaving any register station, conductor must
enter on this blank all trains affecting his rights, and
personally deliver to engineman. Engineman will not
leave any register station without having this blank, and
VE A COPY OF THIS ORDER ,
B e must know that no train affecting his rights is omitted
Made Time M therefrom.
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FORM CT-48

FORM CT-48 50M 12-63

Detroit, Toledo and Ironton Railroad Company
The Ann Arbor Railroad Company

CLEARANCE CARD

M. 19
CONDUCTOR AND ENGINEMAN
1 HAVE FOR YOUR TRAIN
No. DATE No, DATE
No. Date No. DaATE
No. DATE No. Date

SIGNAL I8 DisPLAYED For
THIS DOES NOT AFFECT ANY ORDERS YOU MAY HAVE RECKIVED.
MANIFOLD COPIES WILL BE MADE FOR EACH OR AND AND
OPERATOR WILL RETAIN A COPY.
TOR AND WILL SEE THAT THEIR TRAIN NUMBER 1S CORRECTLY
OESIGNATED AND THE ORDER NUMBERS CORRESPOND WITH THE ORDERS RECEIVED.
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FORM M-315 12.56

DETROIT, TOLEDO AND IRONTON
RAILROAD COMPANY

PERMISSIVE CARD NUMBER

Lo at restricted speed
............ report your arrivalat .........
Superintendent
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RULES GOVERNING THE MOVEMENT OF
TRAINS IN THE SAME DIRECTION
BY BLOCK SIGNALS

251. On portions of the railroad, and on desig-
nated tracks so specified in the timetable, trains
will run with reference to other trains in the same
direction by block signals whose indications
will supersede the superiority of trains.

252. The Superintendent must be advised in ad-
vance, of any known condition that will delay
the train or prevent it from making usual speed.

253. Except as affected by Rule 251 all Block
Signal Rules and Operating Rules remain In
force.

RULES GOVERNING OPPOSING AND
FOLLOWING MOVEMENT OF TRAINS
BY BLOCK SIGNALS

261. On portions of the railroad, and on desig-
nated tracks so specified in the timetable, unless
otherwise provided, trains will be .governed by
block signals whose indications will supersede
the superiority of trains and take the place of
train orders for both opposing and following
movements on the same track.

262. A train for which the direction of traffic
has been established must not move in the op-
posite direction without proper signal indication
or other prescribed authority.

263. The superintendent must be advised in ad-
vance of any known condition that will delay the
train or prevent it from making usual speed.

264. Except as affected by Rule 261 all Block
Signal Rules and Operating Rules remain in force.

|
|

‘ posing train or engine movement involved, he may

TRAFFIC CONTROL SYSTEM RULES

Note — Traffic Control System Rules will be
used only in TCS territory specified in the time-
table or in special instructions.

265. Rules 261 to 264, inclusive, apply in TCS
territory and, except as affected by Rules 261 to
273, inclusive, all other Block Signal Rules, In-
terlocking Rules and Operating Rules remain in
effect.

266. Trains or engines must not enter TCS ter-
ritory unless the governing signal displays a pro-
ceed indication or authority is obtained from the
train dispatcher or control operator.

267. Trains or engines must not foul or enter the
main track, a controlled siding, or other controlled
track at hand-operated switches without proper
signal indication or first obtaining authority from
the train dispatcher or control operator.

Trains are prohibited from clearing in a track
not equipped with an electric locked switch.

/Q- c268. When a train or engine has been stopped by

a Stop indication, if no conflicting movement is
evident, a member of the crew must immediately
communicate with the train dispatcher or control
operator, identify himself, his train and location,
and be governed by instructions received. The
instructions must be repeated by the employe re-
ceiving them to insure correct understanding. Be-
fore proceeding, Rule 275 must be complied with.

When the train dispatcher knows there is no
opposing train or engine movement involved, he
may authorize the train or engine to proceed in
the following form: “You may proceed at re-
stricted speed to the next signal”. If the train dis-
patcher does not positively know there is no op-

authorize the train or engine to proceed in the
following form: “You may proceed under flag
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protection to the next clear or approach signal”.
When flagging from a Stop signal, train must wait
ten (10) minutes after flagman has started.

269. When stopped by a Stop indication and
communication has failed, train or engine must
not proceed, except when not standing between
Stop signals at a station, train or engine must
move forward under flag protection to a point
where they will be between Stop signals at a sta-
tion, clearing main track when practicable, com-
plying with Rule 275. Further movement must
not be made except on signal indication or until
authority is received from train dispatcher or con-
trol operator.

270. If any part of a train or engine overruns a
Stop indication, front of train or engine must be
protected immediately as prescribed by Rule 99
and member of crew must communicate with
train dispatcher or control operator and be gov-
erned by instructions.

271. Within TCS limits, trains or engines may
occupy a track or tracks within specified limits
and between specified times to perform switching
or other work when authorized to do so by the
train dispatcher or control operator in the fol-
lowing form: “(Train or engine) may use (track
or tracks) between . ... .. and .. .... (or
at ... .. ) muntil ........ m”.

When requesting track and time limits, con-
ductor will give his name, location, train or engine
number, and specify time and working limits and
track or tracks to be used. When such authority
is granted, the instructions must be repeated to
the train dispatcher or control operator. No move-
ment may be made under this rule until the en-
gineman has received and understands the track
and time limits granted.

After the train or engine has entered the speci-
fied limits, the train dispatcher or control operator
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must block all signal and switch levers controlling
movements into the specified limits and must not
permit any other train or engine to enter the
limits during the period track and time limits
are in effect. Blocks must not be removed until
track and time limits have expired unless con-
ductor reports the train or engine clear of the
track or tracks specified or work completed.

During the period track and time limits are
authorized, the track or tracks specified may be
used in eithet direction without flag protection.
This does not modify requirements for proper
observance of signal indications.

Trains and engines must be clear of the track
or tracks specified or work completed, switches
restored to normal position before expiration of
the time specified, and train dispatcher or con-
trol operator so advised. If not clear by the time
specified, protection must be provided as pre-
scribed by Rule 99. If additional time is re-
quired, authori.y must be secured from train
dispatcher or control operator before previously
authorized time expires.

When two or more trains or engines are given
the same or overlapping track and time limits,
the train dispatcher or control operator must in-
form the conductor of each train or engine of the
fact and such trains or engines must protect
against each other and move at restricted speed
within such limits.

272. When an employe’s call light is illuminated,
any employe observing it, except those on moving
trains, must immediately communicate with the
train dispatcher or control operator.

273. When TCS operation is interrupted or sus-
pended, trains and engines must be governed by
instructions from the train dispatcher, contro! op-
erator or other prescribed authority.

274. Interlocking home signals governing the use
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of routes leading to a block will in addition gov-
ern the use of the block in direction for which
traffic has been established for a train to the next
block signal.

274-A. Equipment of a type which may not oper-
ate signals or shunt track circuits must not be
operated in automatic block signal system ter-
ritory without authority of the superintendent and
permission of the operator. Other trains must
not be permitted to enter the track occupied by
such equipment unless instructed by train order
to look out for such equipment which is occupy-
ing the main track without signal protection.

274-B A train or engine must stop clear of a
block signal indicating STOP. A train or engine
must not pass a STOP signal except when author-
ized by Permissive Card, train order or special
instructions.

In case of failure of signals, trains may be
authorized to proceed by train order or Permis-
sive Card, delivered to the conductor or engine-
man cither in written form, by telephone, or other
means of communication.

DUAL CONTROL SWITCHES

275. When a train or engine is stopped by a sig-
nal governing movement over a dual-control
switch, if no conflicting movement is evident, a
member of the crew must immediately communi-
cate with the train dispatcher or operator and be
governed by his instructions. Such instructions
must include information as to the route to be
used. The instructions must be repeated to in-
sure correct understanding.

When authorized to proceed, or when unable
to communicate with the train dispatcher or oper-
ator, movement must not be made until after
selector lever has been taken out of “power”
position and placed in “hand” position. Hand-
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throw lever must be operated until switch point:
are seen to move with the movement of hand-
throw lever: Switch must then be lined for the
route to be used. Selector lever may be restored
to ““power” position and locked as soon as lead-
ing wheels of engine or car have moved onto the
switch points.

275 (a). When necessary to perform switching
over dual-control switch, the switch may be oper-
ated manually by a member of the crew after
authority to do so has been obtained from the
train dispatcher or operator. The period of time
the switch may be used must be clearly stated
and understood.

Selector lever must be placed in “hand” posi-
tion and left in that position until all movements
over the switch have been completed. Hand-
throw lever must be operated until switch points
are seen to move with the movement of the hand-
throw lever. Indications of Stop signals govern-
ing movements over the switch may be considered
suspended while selector lever is in “hand” posi-
tion, but movements must be made at restricted
speed.

After final movement has been made over the
swit_ch, selector lever must be restored to “power”
position, locked and train dispatcher or operator
notified.

ELECTRIC LOCKED SWITCHES

276. Instructions for operation of electric locks
are posted at or near electric lock and must be
complied with,

277. When indication is received showing lock
has released, lock and switch may be operated
and train or engine may proceed without waiting
4 minutes.

278. Authority to use an electric locked switch
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